
Make sure to keep 5-10mm gap between pipe and fuselage 
and not to have the pipe go beyound fuselage.
Very important! Otherwise pipe could transform due to 
improper heat radiation. It could even cause fuselage 
burning and lead to crash!

2
6

F-8

F-10

F-7

F-11

F-12

F-12-R

F-13

F-14

BP 2/2

  F-16C  (1/6)
FUSE LENGTH： 2490mm\98`

WING SPAN  ： 1610mm\63.5`
SCALE      ： 1 ：1

M
3*1

6 se
l-t

ap
pin

g 
sc

re
w 

M3*16 sel-tapping 
screw 

F-18

F-19

6mm Aviation Plywood

6mm Aviation Plywood

6mm Aviation Plywood

6mm Aviation Plywood

6mm Aviation Plywood
6mm Aviation Plywood

6mm Aviation Plywood

F-6

F-1

F-2

F-4

F-3

F-5 F-11

F-7 F-8

F-10

F-9

F-13

F-12

F-14

 M3*16 socket head bolt

F-15-L

F-15-R F-16

Fuel Tank
 M3*16 socket head bolt

 M3*16 socket head bolt

F-20

Fuel Tank
 M3*16 socket head bolt  M3*16 socket head bolt

F
-
2

F
-
4

3mm Plywood

3mm Plywood

F-15-L

F-5

F
-
1
4
-
L

F
-
1
4
-
R

6mm Aviation Plywood

F-6

6mm Plywood

F-9
F-9A

3mm Plywood

3mm Plywood

3mm Plywood

F-1

F-19 F-17

F-18

3mm Plywood

3mm Plywood

3mm Plywood

F-2
0

F-15-R

3mm Plywood

3mm Plywood

3mm Plywood
F-16

3mm Plywood

3mm Plywood

BP 1/2

  F-16C  (1/6)
FUSE LENGTH： 2490mm\98`

WING SPAN  ： 1610mm\63.5`
SCALE      ： 1 ：1


